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Section Data Report. 
Reported: Friday, April 25, 2008 
════════════════════════════════════════════════════════════ 

 
 Road: Sterling Highway District: Kenai-Penn. 
 From: 48.670 Section: 110000_177 
 To: 49.560 Road Class:  1 
 Direction: S Lane: 1 
 ____________________________________________________________________________________________ 
 
 Length: 4699 Width: 72 Area: 338342 
 ____________________________________________________________________________________________ 
 

Traffic  1996  1999  2000  2002  2003  2004  2005 

AADT  1970  2380  3089  4173  6580  4180  4180 

CVPD  252  305  395  292  329  84  84 

ESAL  186  207  236  160  216  137  137 
 

Roughness  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

IRI 88.00 93.00 97.00 99.00 106.00 99.00 95.00 95.00 101.00 79.00 78.00 
 

Rutting  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Rut depth 0.2 0.2 0.2 0.2 0.3 0.3 0.5 0.5 0.5 0.6 0.6 
 

Visual  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Surface life  2001  2002  2003  2002  2003  2004  2007  2006  2005  2004  2007 

Visual rating 3.5 3.4 3.4 3.3 3.2 3.3 3.4 3.4 2.3 2.4 2.5 

Surface repair 0 0 0 0 0 0 0 0 0 0 0 

Struct. repair 0 0 0 0 0 0 0 0 0 0 0 
 
 ____________________________________________________________________________________________ 
 
 Construction Year:  1989 Wearing Course Type: AC From Year:  1992 
 No rehabilitation allowed before: 1999 
 
 Unwanted Solutions Maintenance List 
   AST  (None) 



 

  
Road: Sterling Highway District: Kenai-Penn. 
 From: 49.560 Section: 110000_181 
 To: 50.440 Road Class:  1 
 Direction: S Lane: 1 
 ____________________________________________________________________________________________ 
 
 Length: 4646 Width: 72 Area: 334541 
 ____________________________________________________________________________________________ 
 

Traffic  1996  1999  2000  2002  2003  2004  2005 

AADT  2400  2400  2696  4173  6580  4180  4180 

CVPD  307  307  345  167  329  218  218 

ESAL  208  208  221  126  216  137  137 
 

Roughness  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

IRI 104.00 108.00 113.00 115.00 116.00 94.00 67.00 74.00 77.00 79.00 83.00 
 

Rutting  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Rut depth 0.2 0.2 0.2 0.2 0.3 0.4 0.5 0.4 0.5 0.6 0.5 
 

Visual  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Surface life  1999  2000  2001  2002  2003  2006  2007  2008  2005  2004  2007 

Visual rating 3.3 3.2 3.1 3.1 3.1 3.4 3.8 3.7 2.6 2.5 2.5 

Surface repair 0 0 0 0 0 0 0 0 0 0 0 

Struct. repair 0 0 0 0 0 0 0 0 0 0 0 
 
 ____________________________________________________________________________________________ 
 
 Construction Year:  1989 Wearing Course Type: AC From Year:  1992 
 No rehabilitation allowed before: 1999 
 
 Unwanted Solutions Maintenance List 
   AST  (None) 



 

  
Road: Sterling Highway District: Kenai-Penn. 
 From: 50.440 Section: 110000_185 
 To: 51.320 Road Class:  1 
 Direction: S Lane: 1 
 ____________________________________________________________________________________________ 
 
 Length: 4646 Width: 72 Area: 334541 
 ____________________________________________________________________________________________ 
 

Traffic  1996  1999  2000  2002  2003  2004  2005 

AADT  2400  2400  2696  4173  4160  8311  8311 

CVPD  307  307  345  167  208  50  50 

ESAL  208  208  221  126  137  273  273 
 

Roughness  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

IRI 94.00 98.00 103.00 105.00 106.00 89.00 93.00 65.00 66.00 72.00 77.00 
 

Rutting  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Rut depth 0.2 0.2 0.2 0.2 0.3 0.3 0.4 0.6 0.6 0.7 0.6 
 

Visual  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Surface life  2001  2000  2001  2002  2003  2006  2007  2008  2005  2004  2007 

Visual rating 3.4 3.3 3.3 3.3 3.2 3.5 3.4 3.8 2.5 2.4 2.4 

Surface repair 0 0 0 0 0 0 0 0 0 0 0 

Struct. repair 0 0 0 0 0 0 0 0 0 0 0 
 
 ____________________________________________________________________________________________ 
 
 Construction Year:  1989 Wearing Course Type: AC From Year:  1992 
 No rehabilitation allowed before: 1999 
 
 Unwanted Solutions Maintenance List 
   AST  (None) 



 

  
Road: Sterling Highway District: Kenai-Penn. 
 From: 51.320 Section: 110000_189 
 To: 52.200 Road Class:  1 
 Direction: S Lane: 1 
 ____________________________________________________________________________________________ 
 
 Length: 4646 Width: 72 Area: 334541 
 ____________________________________________________________________________________________ 
 

Traffic  1996  1999  2000  2002  2003  2004  2005 

AADT  2400  2400  2696  8238  4160  8311  8311 

CVPD  307  307  345  247  208  50  50 

ESAL  208  208  221  203  137  273  273 
 

Roughness  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

IRI 90.00 95.00 99.00 101.00 102.00 87.00 85.00 95.00 102.00 101.00 107.00 
 

Rutting  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Rut depth 0.2 0.2 0.2 0.2 0.3 0.3 0.5 0.5 0.6 0.7 0.7 
 

Visual  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Surface life  2001  2002  2001  2002  2003  2006  2003  2006  2005  2004  2007 

Visual rating 3.5 3.4 3.3 3.3 3.3 3.5 2.5 3.4 2.1 2.0 2.0 

Surface repair 0 0 0 0 0 0 0 0 0 0 0 

Struct. repair 0 0 0 0 0 0 0 0 0 0 0 
 
 ____________________________________________________________________________________________ 
 
 Construction Year:  1989 Wearing Course Type: AC From Year:  1992 
 No rehabilitation allowed before: 1999 
 
 Unwanted Solutions Maintenance List 
   AST  (None) 



 
 Road: Sterling Highway District: Kenai-Penn. 
 From: 52.200 Section: 110000_193 
 To: 53.240 Road Class:  1 
 Direction: S Lane: 1 
 ____________________________________________________________________________________________ 
 
 Length: 5491 Width: 72 Area: 395366 
 ____________________________________________________________________________________________ 
 

Traffic  1996  1999  2000  2002  2003  2004  2005 

AADT  2400  2400  2696  8238  4160  10348  10348 

CVPD  307  307  345  247  208  29  29 

ESAL  208  208  221  203  137  340  340 
 

Roughness  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

IRI 89.00 93.00 97.00 99.00 100.00 85.00 80.00 88.00 95.00 108.00 116.00 
 

Rutting  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Rut depth 0.2 0.2 0.2 0.2 0.2 0.3 0.5 0.6 0.7 0.9 0.9 
 

Visual  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Surface life  2001  2002  2003  2002  2003  2006  2003  2008  2005  2004  2007 

Visual rating 3.5 3.4 3.4 3.3 3.3 3.5 2.5 3.5 2.1 1.7 1.7 

Surface repair 0 0 0 0 0 0 0 0 0 0 0 

Struct. repair 0 0 0 0 0 0 0 0 0 0 0 
 
 ____________________________________________________________________________________________ 
 
 Construction Year:  1989 Wearing Course Type: AC From Year:  1992 
 No rehabilitation allowed before: 1999 
 
 Unwanted Solutions Maintenance List 
   AST  (None) 



 
 Road: Sterling Highway District: Kenai-Penn. 
 From: 53.240 Section: 110000_197 
 To: 54.210 Road Class:  1 
 Direction: S Lane: 1 
 ____________________________________________________________________________________________ 
 
 Length: 5122 Width: 72 Area: 368755 
 ____________________________________________________________________________________________ 
 

Traffic  1996  1999  2000  2002  2003  2004  2005 

AADT  2400  2400  2696  11090  8221  10348  10348 

CVPD  307  307  345  333  411  29  29 

ESAL  208  208  221  213  270  340  340 
 

Roughness  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

IRI 77.00 81.00 86.00 87.00 88.00 76.00 83.00 86.00 92.00 100.00 104.00 
 

Rutting  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Rut depth 0.1 0.1 0.2 0.2 0.2 0.2 0.6 0.8 1.0 1.0 0.9 
 

Visual  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Surface life  2001  2002  2003  2004  2005  2006  2003  2008  2005  2004  2007 

Visual rating 3.6 3.6 3.5 3.5 3.5 3.7 2.3 3.5 1.7 1.7 1.8 

Surface repair 0 0 0 0 0 0 0 0 0 0 0 

Struct. repair 0 0 0 0 0 0 0 0 0 0 0 
 
 ____________________________________________________________________________________________ 
 
 Construction Year:  1989 Wearing Course Type: AC From Year:  1992 
 No rehabilitation allowed before: 1999 
 
 Unwanted Solutions Maintenance List 
   AST  (None) 



 
 Road: Sterling Highway District: Kenai-Penn. 
 From: 54.210 Section: 110000_199 
 To: 55.260 Road Class:  1 
 Direction: S Lane: 1 
 ____________________________________________________________________________________________ 
 
 Length: 5544 Width: 72 Area: 399168 
 ____________________________________________________________________________________________ 
 

Traffic  1996  1999  2000  2002  2003  2004  2005 

AADT  2400  2400  2696  11090  8221  10348  10348 

CVPD  307  307  345  333  411  11  11 

ESAL  208  208  221  213  270  340  340 
 

Roughness  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

IRI 86.00 90.00 94.00 95.00 96.00 86.00 104.00 106.00 112.00 129.00 123.00 
 

Rutting  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Rut depth 0.2 0.2 0.2 0.2 0.3 0.3 0.6 0.7 0.7 0.8 0.8 
 

Visual  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Surface life  2001  2002  2003  2004  2005  2006  2003  2006  2005  2004  2007 

Visual rating 3.5 3.5 3.4 3.4 3.4 3.5 2.1 3.2 1.9 1.7 1.8 

Surface repair 0 0 0 0 0 0 0 0 0 0 0 

Struct. repair 0 0 0 0 0 0 0 0 0 0 0 
 
 ____________________________________________________________________________________________ 
 
 Construction Year:  1989 Wearing Course Type: AC From Year:  1992 
 No rehabilitation allowed before: 1999 
 
 Unwanted Solutions Maintenance List 
   AST  (None) 



 

  
Road: Sterling Highway District: Kenai-Penn. 
 From: 55.260 Section: 110000_201 
 To: 56.200 Road Class:  1 
 Direction: S Lane: 1 
 ____________________________________________________________________________________________ 
 
 Length: 4952 Width: 42 Area: 208000 
 ____________________________________________________________________________________________ 
 

Traffic  1996  1999  2000  2002  2003  2004  2005 

AADT  2400  2400  2696  11090  8221  10348  15023 

CVPD  307  307  345  333  411  6  9 

ESAL  208  208  221  213  270  340  494 
 

Roughness  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

IRI 85.00 89.00 93.00 95.00 96.00 83.00 88.00 111.00 112.00 145.00 156.00 
 

Rutting  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Rut depth 0.2 0.2 0.2 0.2 0.3 0.3 0.6 0.8 0.9 0.9 0.9 
 

Visual  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Surface life  2001  2002  2003  2004  2005  2006  2003  2006  2005  2004  2007 

Visual rating 3.5 3.5 3.4 3.4 3.4 3.6 2.3 3.2 1.7 1.5 1.4 

Surface repair 0 0 0 0 0 0 0 0 0 0 0 

Struct. repair 0 0 0 0 0 0 0 0 0 0 0 
 
 ____________________________________________________________________________________________ 
 
 Construction Year:  1989 Wearing Course Type: AC From Year:  1992 
 No rehabilitation allowed before: 1999 
 
 Unwanted Solutions Maintenance List 
   AST  (None) 



 Road: Sterling Highway
 District: Kenai-Penn. 
 From: 56.200 Section: 110000_203 
 To: 57.180 Road Class:  1 
 Direction: S Lane: 1 
 ____________________________________________________________________________________________ 
 
 Length: 5184 Width: 52 Area: 269546 
 ____________________________________________________________________________________________ 
 

Traffic  1996  1999  2000  2002  2003  2004  2005 

AADT  2400  2400  2696  13004  11070  15023  15870 

CVPD  307  307  345  260  554  5  5 

ESAL  208  208  221  178  364  494  522 
 

Roughness  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

IRI 70.00 74.00 78.00 80.00 81.00 65.00 105.00 141.00 147.00 142.00 157.00 
 

Rutting  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Rut depth 0.2 0.2 0.2 0.2 0.3 0.3 0.6 0.6 0.7 0.6 0.6 
 

Visual  1997  1998  1999  2000  2001  2002  2003  2004  2005  2006  2007 

Surface life  2001  2002  2003  2004  2005  2006  2003  2004  2005  2004  2007 

Visual rating 3.8 3.7 3.6 3.6 3.6 3.8 2.1 2.8 1.7 1.8 1.7 

Surface repair 0 0 0 0 0 0 0 0 0 0 0 

Struct. repair 0 0 0 0 0 0 0 0 0 0 0 
 
 ____________________________________________________________________________________________ 
 
 Construction Year:  1989 Wearing Course Type: AC From Year:  1992 
 No rehabilitation allowed before: 1999 
 
 Unwanted Solutions Maintenance List 
   AST  (None  
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